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NERC IRO-005-2 Standard:

Reliability Coordination — Current-Day Operations
Applicability

Compliance Processes for the Generator Operator (GOp), Load Serving Entities (LSE) and Purchasing-Selling Entity (PSE)
Applicable NERC Standard

http://www.nerc.com/page.php?cid=2|20
Generator Operator (GOp), Load Serving Entities (LSE) and Purchasing-Selling Entity (PSE) Process
The Reliability Coordinator (RC) will coordinate with the Generator Operators (GOp) as needed to develop and implement action plans to mitigate potential or actual SOL, IROL, CPM, BAAL or DCS violations.

The GOp’s will cooperate with the RC when asked to help develop and implement action plans to mitigate potential or actual SOL, IROL, CPM, BAAL or DCS violations.

The RC will coordinate pending generation outages with GOp’s as needed in both the real time and next-day reliability analysis timeframes.

The GOp’s will follow the RC’s directives.

The RC will ensure that all Generator Operators, Load-Serving Entities, and Purchasing-Selling Entities operate to prevent the likelihood that a disturbance, action, or non-action in its Reliability Coordinator Area will result in a SOL or IROL violation in another area of the Interconnection

The GOp, LSE & PSE will always operate the Bulk Electric System to the most limiting parameter as determined from the facilities ratings developed per Standard FAC-009-1.

When an IROL or SOL is exceeded, the RC shall evaluate the local and wide-area impacts, both real-time and post-contingency, and determine if the actions being taken are appropriate and sufficient to return the system to within IROL in thirty minutes. If the actions being taken are not appropriate or sufficient, the Reliability Coordinator shall direct the GOp, or LSE to return the system to within IROL or SOL.

The GOp & LSE will follow the directives issued by the RC.
NERC IRO-005 Process-External.doc
Page 2 of 2

2 November 2009

