
The Daily Overgeneration Management Protocol  Retrospective

An indepth report for  

OMD
Total BPA BA
Thermal Gen

Total BPA BA
Wind Gen MT EXPORT

(Non VER) (VER) (Non VER) (NOB) (COB) (NI) ( minus = import)

HE01 9 1126 1209 0 954 319 520 2000 45
HE02 9 1124 1356 0 126 333 581 2000 34
HE03 9 1120 1469 0 14 330 925 2000 38
HE04 9 1122 1224 0 3 355 871 2000 29
HE05 9 1143 1014 0 7 320 786 2000 62
HE06 9 1198 120 0 227 135 551 2000 198
HE07 9 1343 0 0 312 611 565 2000 307
HE08 9 1575 0 0 117 517 532 2000 394
HE09 9 1858 0 0 44 499 580 2000 257
HE10 0 1879 0 0 8 460 485 2000 87
HE11 0 1931 0 0 14 658 476 2000 69
HE12 0 2083 0 0 82 564 668 2000 61
HE13 0 2317 0 0 288 437 527 2000 118
HE14 0 2590 0 0 474 431 281 2000 132
HE15 0 2691 0 0 374 431 248 2000 256
HE16 0 2701 0 0 333 430 275 2000 258
HE17 0 2655 0 0 373 453 233 2000 108
HE18 0 2624 0 0 1002 1505 266 2000 110
HE19 0 2626 0 0 895 1502 227 2000 215
HE20 0 2597 0 0 1256 1500 320 2000 91
HE21 0 1984 0 0 479 1567 467 2000 131
HE22 0 1789 0 0 925 1483 542 2000 38
HE23 0 1311 0 0 892 962 506 2000 94
HE24 0 1293 0 0 432 352 567 2000 116

Day Total (MWh) 81 6391 0
CUMM (MWh)* 1139 46599 90

* Cumulative totals since OMD actions on April 24th, 2012

Oregon High 12hour average percent TDG
TDG%
(TW)

GCL 119.3
CHJ 119.8 TDG%
LWG 117.9 % =< 120
LGS 115.7 120< % <125
LMN 117.8 125< % <127
IHR 114.7 127 =< %
MCN 123.0
JDA 118.9
TDA 120.0
BON 124.2

UNUSED INTERTIE CAPACITY

7/16/12

OSM

Comments:
The unused NOB, COB and NI capacities are equal to the export limit minus the  export schedule.  If there is an import on the path, this simply equals the export limit.

These unused COB and unused NOB amounts reflects the net unused non‐firm capacity made available by BPAT, and the net unused capacity (could be either firm or non‐firm) capacity of 
the other COB and NOB path owners.  The maximum limit used is the WECC path rating, which may include capacity that may not be available for scheduling due to operational limits. All 
table values are in MWs.


