
The Daily Overgeneration Management Protocol  Retrospective

An indepth report for  

OMD
Total BPA BA
Thermal Gen

Total BPA BA
Wind Gen MT EXPORT

(Non VER) (VER) (Non VER) (NOB) (COB) (NI) ( minus = import)

HE01 21 1244 1617 0 1183 62 218 1342 118
HE02 21 1244 2065 0 621 119 334 1334 115
HE03 21 1259 1896 0 685 123 525 1014 54
HE04 21 1284 1515 0 808 145 426 785 40
HE05 21 1409 779 0 1223 120 441 1370 78
HE06 0 1535 0 0 2255 58 328 1404 153
HE07 0 1651 0 0 2541 81 345 2000 14
HE08 0 1721 0 0 2702 69 219 2000 55
HE09 0 1763 0 0 2509 57 300 2000 183
HE10 0 1706 0 0 2955 87 317 2000 180
HE11 0 1637 0 0 2952 86 309 2000 78
HE12 0 1555 0 0 2977 59 259 1879 66
HE13 0 1407 0 0 2651 67 259 1795 63
HE14 0 1397 0 0 2317 115 211 1786 77
HE15 0 1315 0 0 2406 68 217 2000 61
HE16 0 1113 0 0 2562 65 231 1969 78
HE17 0 1076 0 0 2765 65 279 1875 77
HE18 0 1072 0 0 2988 68 232 2000 48
HE19 0 1069 0 0 3140 136 117 2000 129
HE20 0 1074 0 0 3189 232 422 1749 53
HE21 0 1076 0 0 3186 94 506 1984 243
HE22 0 1079 0 0 3259 85 418 2000 19
HE23 0 1073 5 0 2614 30 479 1611 28
HE24 78 1075 15 0 2639 41 404 1291 155

Day Total (MWh) 183 7890 0
CUMM (MWh)* 602 19252 0

* Cumulative totals since OMD actions on April 24th, 2012

Oregon High 12hour average percent TDG
TDG%
(TW)

GCL 119.2
CHJ 120.3 TDG%
LWG 119.0 % =< 120
LGS 117.6 120< % <125
LMN 120.4 125< % <127
IHR 119.8 127 =< %
MCN 122.0
JDA 122.4
TDA 121.6
BON 118.6
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OSM UNUSED INTERTIE CAPACITY

Comments:
The unused NOB, COB and NI capacities are equal to the export limit minus the  export schedule.  If there is an import on the path, this simply equals the export limit.

These unused COB and unused NOB amounts reflects the net unused non‐firm capacity made available by BPAT, and the net unused capacity (could be either firm or non‐firm) capacity of 
the other COB and NOB path owners.  The maximum limit used is the WECC path rating, which may include capacity that may not be available for scheduling due to operational limits. All 
table values are in MWs.


