
The Daily Environmental Redispatch Retrospective

An indepth report for  

ENV DISPL
Total 

Thermal 
Generation ENV RDISP

Total Wind 
Generation MT EXPORT

(Non VER Only) (VER Only) (NOB) (COB) (NI) ( minus = import)

HE01 71 89 995 472 441 1411 970 189
HE02 71 91 1438 28 778 1692 962 216
HE03 71 93 1241 6 1350 1904 762 224
HE04 71 91 1057 9 1376 1907 710 243
HE05 71 93 1038 5 1376 1919 691 221
HE06 71 91 1074 10 1372 1709 830 245
HE07 40 94 1098 12 1285 2436 240 112
HE08 65 96 1035 19 1113 2393 408 185
HE09 65 98 625 249 648 2139 981 143
HE10 40 107 0 1527 617 1561 514 186
HE11 0 112 0 1760 406 1518 1279 247
HE12 0 155 0 1981 450 1411 300 195
HE13 0 202 0 1747 449 1166 288 105
HE14 0 121 0 1898 300 1136 250 95
HE15 0 110 0 1769 591 1216 397 131
HE16 0 109 0 2187 336 1214 172 127
HE17 0 111 0 2275 278 1143 202 182
HE18 0 114 67 2411 275 1251 175 200
HE19 100 107 334 1763 477 1452 81 192
HE20 190 137 0 2302 66 1150 528 257
HE21 105 107 0 2256 60 1332 592 258
HE22 125 115 0 2316 50 1092 553 180
HE23 0 175 83 2053 205 1277 498 325
HE24 44 96 320 1268 233 1338 549 298

Day Total (MWh) 1200 10405
CUMM (MWh)* 1636 23474

* Cummulative totals since May 18th.

Oregon High 12­hour average percent TDG
TDG% Qspill LEVEL 1 CAP LEVEL 2 CAP LEVEL 3 CAP LEVEL 4 CAP
(TW) (Davg­kcfs) (kcfs) (kcfs) (kcfs) (kcfs)

GCL 132.6 51.3 15 19 25 42
CHJ 119.8 126.1 110 120 130 165
LWG 124.0 99.5 41 61 90 125
LGS 124.9 111.4 40 56 81 140
LMN 122.9 104.0 28 55 80 180
IHR 123.7 131.5 85 100 110 140
MCN 127.1 356.0 190 200 280 330
JDA 125.6 233.5 135 177 199 450
TDA 121.0 233.3 160 181 250 360
BON 125.8 292.8 100 120 230 250

* Based on 5/21/11 14:08 spill priority table

TDG%
LEVEL 1 120
LEVEL 2 122
LEVEL 3 125
LEVEL 4 130

5/21/2011

UNUSED INTERTIE CAPACITY

Comments:
The unused NOB, COB and NI capacities are equal to the export limit minus the  export schedule.  If there is an import on the path, this simply equals the export limit.

These unused COB and unused NOB amounts reflects the net unused non‐firm capacity made available by BPAT, and the net unused capacity (could be either firm or non‐
firm) capacity of the other COB and NOB path owners.  The maximum limit used is the WECC path rating, which may include capacity that may not be available for scheduling 
due to operational limits. All table values are in MWs.


