
The Daily Environmental Redispatch Retrospective

An indepth report for  

ENV DISPL
Total 

Thermal 
Generation ENV RDISP

Total Wind 
Generation MT EXPORT

(Non VER Only) (VER Only) (NOB) (COB) (NI) ( minus = import)

HE01 140 99 483 924 800 1406 818 447
HE02 140 99 450 699 770 1482 826 419
HE03 170 95 650 439 838 1747 615 404
HE04 170 93 342 543 853 1746 573 409
HE05 170 94 42 931 629 1610 841 468
HE06 0 101 0 1630 890 1514 702 484
HE07 0 105 0 1783 1020 2016 1348 222
HE08 0 169 0 1886 708 1732 1231 94
HE09 0 151 0 1853 679 1765 1194 39
HE10 0 97 0 1786 882 1229 1402 38
HE11 0 134 0 1466 414 1170 1750 ­5
HE12 0 177 0 1251 645 1158 1584 ­23
HE13 0 105 0 1249 504 1176 1750 6
HE14 0 106 0 1327 417 1106 1750 ­55
HE15 0 101 0 1393 423 1162 1750 ­81
HE16 0 102 0 1522 655 1381 1407 ­148
HE17 0 102 0 1526 771 1239 1355 ­100
HE18 0 166 0 1847 887 1245 1229 ­67
HE19 0 107 0 1990 1202 1163 904 ­100
HE20 0 97 0 2123 695 1313 1147 ­61
HE21 0 97 0 2016 491 1021 1850 46
HE22 0 96 0 2078 484 1189 1480 ­29
HE23 0 161 0 1987 118 1151 1566 255
HE24 0 141 17 1818 238 1412 946 224

Day Total (MWh) 790 1984
CUMM (MWh)* 2841 33422

* Cummulative totals since May 18th.

Oregon High 12­hour average percent TDG
TDG% Qspill LEVEL 1 CAP LEVEL 2 CAP LEVEL 3 CAP LEVEL 4 CAP
(TW) (Davg­kcfs) (kcfs) (kcfs) (kcfs) (kcfs)

GCL 133.5 51.3 15 19 25 42
CHJ 119.4 126.1 110 120 130 165
LWG 127.1 99.5 41 61 90 125
LGS 127.3 111.4 40 56 84 140
LMN 123.6 104.0 28 55 80 180
IHR 125.2 131.5 85 100 110 140
MCN 128.9 356.0 190 200 280 330
JDA 128.8 233.5 135 177 199 450
TDA 120.5 233.3 160 181 250 360
BON 125.5 292.8 100 120 230 250

* Based on 5/23/11 16:16 spill priority table

TDG%
LEVEL 1 120
LEVEL 2 122
LEVEL 3 125
LEVEL 4 130

5/23/2011

UNUSED INTERTIE CAPACITY

Comments:
The unused NOB, COB and NI capacities are equal to the export limit minus the  export schedule.  If there is an import on the path, this simply equals the export limit.

These unused COB and unused NOB amounts reflects the net unused non‐firm capacity made available by BPAT, and the net unused capacity (could be either firm or non‐
firm) capacity of the other COB and NOB path owners.  The maximum limit used is the WECC path rating, which may include capacity that may not be available for scheduling 
due to operational limits. All table values are in MWs.


