The Daily Environmental Redispatch Retrospective

An indepth report for 5/25/2011
Total
e Thermal Total Wind
Generation ENV RDISP Generation UNUSED INTERTIE CAPACITY MT EXPORT
(Non VER Only) (VER Only) (NOB) (COB) (ND ( minus = import)
HEO1 111 115 0 376 901 1438 1304 448
HE02 111 116 0 564 992 1671 792 327
HEO03 111 114 600 836 958 2070 533 229
HE04 111 116 600 1100 957 2179 674 259
HEO05 111 113 0 1136 473 1436 844 345
HE06 (1] 114 0 1234 245 1335 1556 360
HEO07 (1] 159 0 709 1257 1838 1549 182
HE08 (1] 209 0 244 826 1739 1850 -45
HE09 0 211 0 153 912 1689 1850 -174
HE10 (1] 116 0 215 725 1719 1850 -193
HE11 (1] 112 0 124 855 1731 1850 -211
HE12 0 141 0 89 625 1848 1850 -201
HE13 0 187 0 42 653 1970 1850 -248
HE14 0 175 0 229 760 2055 1676 -278
HE15 0 116 0 299 681 1969 1755 -276
HE16 1] 137 0 455 478 2025 1653 -304
HE17 1] 161 0 788 475 1850 1850 -319
HE18 (1] 135 0 1043 352 1517 1850 -297
HE19 0 115 0 1761 822 1327 1438 -250
HE20 0 114 0 2257 587 1105 969 -172
HE21 1] 133 0 2778 100 944 1524 -120
HE22 0 132 0 3029 77 953 1109 -215
HE23 0 137 0 2893 60 816 1366 118
HE24 0 139 33 2390 398 876 907 100
Day Total (MWh) 555 1233
CUMM (MWh)* 3396 35188

* Cummulative totals since May 18th.

Comments:
The unused NOB, COB and NI capacities are equal to the export limit minus the export schedule. If there is an import on the path, this simply equals the export limit.

These unused COB and unused NOB amounts reflects the net unused non-firm capacity made available by BPAT, and the net unused capacity (could be either firm or non-

firm) capacity of the other COB and NOB path owners. The maximum limit used is the WECC path rating, which may include capacity that may not be available for scheduling
due to operational limits. All table values are in MWs.

Oregon High 12-hour average percent TDG

TDG% Qspill LEVEL 1 CAP LEVEL 2 CAP LEVEL 3 CAP LEVEL 4 CAP

(TW) __ (Davg-kefs) (kefs) (kefs) (kefs) (kefs)
GCL 51.3 15 19 25 42
CHJ 117.8 126.1 110 120 130 165
LWG 99.5 41 61 73 125
LGS 111.4 40 56 84 140
LMN 104.0 28 55 80 180
IHR 131.5 85 100 105 140
MCN 356.0 190 200 280 342
JDA 2335 135 177 190 240
TDA 233.3 160 181 250 360
292.8 100 120 230 250
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