
The Daily Environmental Redispatch Retrospective

An indepth report for  

ENV DISPL
Total 

Thermal 
Generation ENV RDISP

Total Wind 
Generation MT EXPORT

(Non VER Only) (VER Only) (NOB) (COB) (NI) ( minus = import)

HE01 111 141 58 2007 381 966 895 64
HE02 111 145 10 1867 738 1294 518 37
HE03 111 116 0 1310 920 2048 411 ­19
HE04 111 114 0 1319 780 1943 395 29
HE05 111 145 0 2472 749 1076 430 127
HE06 0 164 0 2176 636 1522 1038 218
HE07 0 164 0 2223 842 1893 958 66
HE08 0 178 0 2054 925 1957 1589 ­128
HE09 0 159 0 1800 852 2001 1483 ­181
HE10 0 158 0 1643 905 1888 1379 26
HE11 0 157 0 1387 638 1542 1183 ­43
HE12 0 216 0 1194 384 1333 1480 ­44
HE13 0 183 0 1162 347 1332 1477 ­148
HE14 0 151 0 1164 345 1420 1374 ­179
HE15 0 91 0 1318 264 1316 1455 ­57
HE16 0 161 0 1388 226 1227 1167 ­7
HE17 0 127 0 1388 108 1297 1272 32
HE18 0 138 0 1584 88 1624 1302 6
HE19 0 138 0 1242 338 1560 1549 ­58
HE20 0 166 0 1132 385 1926 1483 ­37
HE21 0 215 0 967 297 1625 1993 ­99
HE22 0 158 0 859 323 1481 2000 ­260
HE23 0 132 0 754 198 903 2000 ­52
HE24 0 127 0 578 580 1243 1725 ­15

Day Total (MWh) 555 68
CUMM (MWh)* 3396 35256

* Cummulative totals since May 18th.

Oregon High 12­hour average percent TDG
TDG% Qspill LEVEL 1 CAP LEVEL 2 CAP LEVEL 3 CAP LEVEL 4 CAP
(TW) (Davg­kcfs) (kcfs) (kcfs) (kcfs) (kcfs)

GCL 135.5 51.3 15 19 25 42
CHJ 119.6 126.1 110 120 130 165
LWG 132.2 99.5 41 61 73 125
LGS 136.4 111.4 40 56 84 140
LMN 126.4 104.0 28 55 80 180
IHR 128.1 131.5 85 100 105 140
MCN 128.3 356.0 190 200 280 342
JDA 127.7 233.5 135 177 190 240
TDA 122.8 233.3 160 181 250 360
BON 127.3 292.8 100 120 230 250

* Based on 5/24/11 15:56 spill priority table

TDG%
LEVEL 1 120
LEVEL 2 122
LEVEL 3 125
LEVEL 4 130

UNUSED INTERTIE CAPACITY

5/26/2011

Comments:
The unused NOB, COB and NI capacities are equal to the export limit minus the  export schedule.  If there is an import on the path, this simply equals the export limit.

These unused COB and unused NOB amounts reflects the net unused non‐firm capacity made available by BPAT, and the net unused capacity (could be either firm or non‐
firm) capacity of the other COB and NOB path owners.  The maximum limit used is the WECC path rating, which may include capacity that may not be available for scheduling 
due to operational limits. All table values are in MWs.


