The Daily Overgeneration Management Protocol Retrospective

An indepth report for 4/30/2012
Total BPA BA Total BPA BA
Thermal Gen Wind Gen UNUSED INTERTIE CAPACITY MT EXPORT
(Non VER) (VER) (Non VER) (NOB) (COB) (ND) ( minus = import)
HEO1 0 1244 814 0 514 655 506 1440 29
HE02 0 1244 1082 0 186 653 584 1042 95
HEO03 0 1259 1093 0 112 650 566 1142 127
HE04 0 1284 1035 0 101 602 573 1346 152
HEOS5 0 1409 533 0 473 579 537 1533 220
HE06 0 1535 0 0 1733 103 514 1866 357
HEO07 0 1651 0 0 2540 185 389 1830 435
HE08 0 1721 0 0 2708 159 317 2000 386
HE09 0 1763 0 0 2681 170 305 2000 349
HE10 0 1706 0 0 2546 219 355 1462 337
HE11 0 1637 0 0 2989 88 309 1756 346
HE12 0 1555 0 0 3188 85 299 1759 290
HE13 0 1407 0 0 3702 85 269 1402 247
HE14 0 1397 0 0 3724 69 299 1001 153
HE15 0 1315 0 0 3783 64 247 864 77
HE16 0 1113 0 0 3859 64 225 1078 109
HE17 0 1076 0 0 3919 85 209 983 87
HE18 0 1072 0 0 3952 86 212 933 109
HE19 0 1069 0 0 3944 65 218 1035 133
HE20 0 1074 0 0 3845 66 195 1237 200
HE21 0 1076 0 0 3800 65 230 1237 196
HE22 0 1079 0 0 3779 67 234 1170 100
HE23 21 1073 353 0 3048 81 225 1432 107
HE24 21 1075 1389 0 1704 179 233 1296 114
Day Total (MWh) 42 6298 0
CUMM (MWh)* 419 11362 0
* Cumulative totals since OMD actions on April 24th, 2012
Comments:
The unused NOB, COB and NI capacities are equal to the export limit minus the export schedule. If there is an import on the path, this simply equals the export limit.
These unused COB and unused NOB amounts reflects the net unused non-firm capacity made available by BPAT, and the net unused capacity (could be either firm or non-firm) capacity of
the other COB and NOB path owners. The maximum limit used is the WECC path rating, which may include capacity that may not be available for scheduling due to operational limits. All
table values are in MWs.

Oregon High 12-hour average percent TDG

(TW)
GCL 119.5
CHJ 122.1 TDG%
LWG 118.5 % =<120
LGS 119.4 120< % <125
LMN 119.9 125< 9% <127
IHR 120.3
MCN 121.4
JDA 120.3
TDA 121.3
BON 121.3




