The Daily Overgeneration Management Protocol Retrospective

An indepth report for 6/30/2012
Total BPA BA Total BPA BA
Thermal Gen Wind Gen UNUSED INTERTIE CAPACITY MT EXPORT
(Non VER) (VER) (Non VER) (NOB) (COB) (ND) ( minus = import)
HEO1 0 1078 0 0 1856 57 389 2000 220
HE02 0 1080 0 0 1656 60 467 2000 196
HEO03 0 1080 0 0 1588 65 524 2000 193
HE04 0 1082 0 0 1593 71 550 2000 205
HEOS5 0 1085 0 0 1466 194 630 2000 201
HE06 0 1090 0 0 1419 307 648 2000 341
HEO07 0 1116 0 0 1032 589 958 2000 425
HE08 0 1115 0 0 620 455 930 2000 559
HE09 0 1116 0 0 645 343 847 2000 564
HE10 0 1114 0 0 635 372 662 2000 423
HE11 0 1112 0 0 487 420 481 2000 146
HE12 0 1165 0 0 227 330 551 2000 119
HE13 0 1193 0 0 134 534 647 2000 151
HE14 0 1147 0 0 215 556 652 2000 153
HE15 0 1132 0 0 397 541 608 2000 188
HE16 0 1111 0 0 797 371 452 2000 189
HE17 0 1109 0 0 1514 366 451 2000 265
HE18 0 1109 0 0 2161 364 307 2000 312
HE19 0 1113 0 0 2199 326 331 2000 436
HE20 0 1152 0 0 1560 193 418 2000 536
HE21 0 1107 0 0 1877 151 370 2000 566
HE22 0 1111 0 0 2189 128 298 2000 481
HE23 0 1064 0 0 2187 920 582 2000 306
HE24 5 1052 12 0 1852 198 394 2000 336
Day Total (MWh) 5 12 0
CUMM (MWh)* 997 20345 0
* Cumulative totals since OMD actions on April 24th, 2012
Comments:
The unused NOB, COB and NI capacities are equal to the export limit minus the export schedule. If there is an import on the path, this simply equals the export limit.
These unused COB and unused NOB amounts reflects the net unused non-firm capacity made available by BPAT, and the net unused capacity (could be either firm or non-firm) capacity of
the other COB and NOB path owners. The maximum limit used is the WECC path rating, which may include capacity that may not be available for scheduling due to operational limits. All
table values are in MWs.

Oregon High 12-hour average percent TDG

(TW)
GCL 119.9
CHJ 120.9 TDG%
LWG 119.4 % =<120
LGS 115.7 120< % <125
LMN 118.4 125< 9% <127
IHR 115.7
MCN 123.2
JDA 120.7
TDA 123.7
BON 123.7




