The Daily Overgeneration Management Protocol Retrospective

An indepth report for 7/1/2012
Total BPA BA Total BPA BA
Thermal Gen Wind Gen UNUSED INTERTIE CAP.
(Non VER) (VER) (Non VER) (NOB) (CoB) (ND ( minus = import)
HEO1 5 1049 511 0 1374 99 427 2000 277
HE02 5 1049 1088 0 434 284 493 2000 246
HEO03 5 1050 1342 0 44 293 501 2000 215
HE04 5 1051 1461 0 22 317 643 2000 250
HEOS5 5 1051 1440 0 5 345 763 2000 241
HE06 5 1052 1370 0 4 418 906 2000 284
HEO07 5 1051 1273 0 8 615 1109 2000 476
HE08 5 1041 1008 0 186 754 1121 2000 547
HE09 0 1052 288 0 713 424 697 2000 596
HE10 0 1049 8 0 885 391 602 2000 572
HE11 0 1046 0 0 1443 391 397 2000 527
HE12 0 1066 0 0 1597 380 442 2000 545
HE13 0 889 0 0 1702 131 552 2000 489
HE14 0 897 0 0 2096 110 245 2000 469
HE15 0 909 0 0 2480 110 119 2000 493
HE16 0 924 0 0 2616 101 227 2000 562
HE17 0 945 0 0 2916 101 163 2000 470
HE18 0 995 0 0 2994 101 179 2000 405
HE19 0 1010 0 0 2887 103 274 2000 418
HE20 0 1018 0 0 2938 110 275 2000 468
HE21 0 1020 0 0 3084 109 311 2000 411
HE22 0 1032 0 0 2996 92 408 2000 339
HE23 0 1053 3 0 2825 271 486 2000 207
HE24 0 1065 22 0 2267 282 524 2000 146
Day Total (MWh) 40 9816 0
CUMM (MWh)* 1037 30161 0
* Cumulative totals since OMD actions on April 24th, 2012

Comments:

The unused NOB, COB and NI capacities are equal to the export limit minus the export schedule. If there is an import on the path, this simply equals the export limit.

These unused COB and unused NOB amounts reflects the net unused non-firm capacity made available by BPAT, and the net unused capacity (could be either firm or non-firm) capacity of

the other COB and NOB path owners. The maximum limit used is the WECC path rating, which may include capacity that may not be available for scheduling due to operational limits. All

table values are in MWs.
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