The Daily Overgeneration Management Protocol Retrospective

An indepth report for 7/22/2012
Total BPA BA Total BPA BA
Thermal Gen Wind Gen UNUSED INTERTIE CAPACITY MT EXPORT
(Non VER) (VER) (Non VER) (NOB) (COB) (ND) ( minus = import)
HEO1 0 1109 6 0 1487 60 417 2000 -142
HE02 4 1105 391 0 1004 81 428 2000 -79
HEO03 4 1103 314 0 755 58 523 2000 28
HE04 4 1116 491 0 554 59 509 2000 22
HEOS 4 1107 500 0 551 106 516 2000 5
HE06 4 1116 488 0 468 166 516 2000 13
HEO07 4 1111 203 0 574 191 610 2000 145
HE08 0 1108 7 0 884 125 521 2000 226
HE09 0 1114 0 0 1334 114 453 2000 216
HE10 0 1120 0 0 1429 264 268 2000 178
HE11 0 1190 0 0 1899 217 196 2000 -45
HE12 0 1286 0 0 2218 210 207 2000 45
HE13 0 1297 0 0 2483 109 157 2000 312
HE14 0 1244 0 0 2716 60 281 2000 317
HE15 0 1243 0 0 3125 59 542 2000 371
HE16 0 1242 0 0 3239 79 462 2000 452
HE17 0 1265 0 0 3396 60 769 2000 422
HE18 0 1333 0 0 3422 79 957 2000 323
HE19 0 1294 0 0 3478 58 1433 2000 329
HE20 0 1254 0 0 3792 57 1368 2000 295
HE21 0 1253 0 0 3235 59 1493 2000 283
HE22 0 1254 0 0 3375 79 876 2000 266
HE23 0 1114 0 0 3538 58 394 2000 212
HE24 0 1116 0 0 3149 57 334 2000 124
Day Total (MWh) 24 2399 0
CUMM (MWh)* 1163 48998 90
* Cumulative totals since OMD actions on April 24th, 2012
Comments:
The unused NOB, COB and NI capacities are equal to the export limit minus the export schedule. If there is an import on the path, this simply equals the export limit.
These unused COB and unused NOB amounts reflects the net unused non-firm capacity made available by BPAT, and the net unused capacity (could be either firm or non-firm) capacity of
the other COB and NOB path owners. The maximum limit used is the WECC path rating, which may include capacity that may not be available for scheduling due to operational limits. All
table values are in MWs.

Oregon High 12-hour average percent TDG

(TW)
GCL 119.6
CH]J 119.7 TDG%
LWG 117.5 % =<120
LGS 114.3 120< % <125
LMN 125< % <127
IHR 114.8
MCN 122.0
JDA 119.2
TDA 120.5
BON 123.2
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